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MEDIUM DEEP BUCKETS DIN 15233

MEDIUM DEEP BUCKETS DIN 15233
SEAMLESS DEEP DRAWN
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Capa- | max. number Standard punching Weight kﬁ/100 pcs.
city buckets moulded recessed holes at sheet-thickness of
b a h, h, r perm d n i
mm | mm |mm mm | mm dm? mm mm mm No. 2 3 4
160|140 | 160 63| 45 | 1,00 45 95 80 56 2 123 186
200|160 {180 71| 50 | 1,50 4 1,5 125 63 2 166 257
250180200 80| 56 | 2,40 4 11,5 2x80 71 3 224 336
3151200 (224 90| 63 | 3,75 35 11,5 2x112 80 3 304" 456
400 (240"| 250 100 | 71 | 6,00 3 11,5 3x100 90 4

* Buckets with this sheet-thickness are not free of folds
" Projection (a) contrary to DIN 15233 (224 mm)

Special punching available on request.
All statements are not binding, technical alterations subject to change.

FOR CONVEYING OF

Grain, sand, cement, gypsum

FOR USE AT Silos, malt- and sugar industry, stones and earth industry, foundry industry

MATERIAL St.1203, 1.4301, 1.4571

SPECIAL DESIGN with front or three-sided edge reinforcement

COATINGS enamelled, plastic-coated, galvanized
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