12 ELEVATORS

HIGH DUTY BUCKETS WITHOUT BOTTOM

HIGH-PERFORMANCE SYSTEM COLUMBUSBUCKETS WITHOUT BOTTOM
SHALLOW, ROUNDED BUCKETS SIMILAR TO DIN 15232
SEAMLESS DEEP DRAWN

Capacity Standard punching Weight kg/100 pcs. Capacity m3/h
moulded recessed holes at sheet-thickness of mm (Grain, System 1:10)

b a r d n i 1,3 25 3.2
mm | mm | mm | dm3 mm mm mm No. 1,5 2 m/s m/s m/s
90 |80 [210| 0,28 | 85 46 21 2 8 16 25 49 62
100 [ 90 |225| 0,36 | 8,5(7) 58 (50) 23 (36) 2 10 20 32 61 78
110 | 95 | 240 | 0,41 8,5 64 25 2 1M 22 37 71 91
120 | 100 | 260 | 0,50 | 8 67 30 2 14 28 40 76 98
130 [ 105|275 | 0,59 | 85 78 33 2 15 30 44 84 107
140 | 1151290 | 0,75 | 95 86 35 2 17 34 54 105 134
140 | 1151290 | 0,75 | 9,5 86 35 2 25 54 105 134
150 | 125|300 | 0,91 9,5 87 38,5 2 21 31 42 59 115 147
160 | 125|315 | 1,02 | 95 101 (80) 37 (50) 2 36 48 64 124 158
180 | 130|335 | 136 | 95 110 40 2 40 52 79 153 196
200 | 140 (355 | 1,70 | 9,5(11,5) 131 (125) 45 (56) 2 48 64 93 179 229
225 |1 1451380 | 2,05 | 95 2x70 40 3 53 71 111 215 275
250 | 150 | 400 | 2,38 | 9,5(11,5) 2x77(80) 455(63) 3 58 77 129 248 318
300 | 1551435 | 3,10 | 9,5 2x104 47,5 3 73 97 156 301 386
350 | 180 | 470 | 4,55 11,5 3x90 53 4 117 157 203 391 500
400 | 200 | 500 | 6,38 | 11,5 3x100 50 4 133 179 267 515 659
500 | 224 | 600 | 9,64 | 14 4x100 55 5 at3,0 mm 322 381 734 940

" Buckets with flat bottom
() Dimensions of punching according to DIN 15 236

Special punching available on request.
All statements are not binding, technical alterations subject to change. Weight and thickness +/-10%.

FOR CONVEYING OF Grain, rape-seed, granular goods, legume, break

FOR USE AT Silos, mills, feed mills, malt-sugar- and foods industry

MATERIAL mild steel, stainless steel (DIN 1.4301 / 1.4571 - AlSI 301/316Ti)
COATINGS enamelled, plastic-coated, galvanized
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